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1 Program installation

Start program installation by executing setup.exe. Click the [Run] button on warning message box windows.

(9 D16_Player 1.01.01 Setup = S
Welcome to the D16_Player 1.01.01
Setup Wizard

This wizard will guide you through the installation of
D16_Player 1.01.01,

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Mext to continue,

Figure 1 Warning message box windows

{77 D16_Player 1.01.01 Setup l = i {77 D16_Player 1.01.01 Setup =) — —
Choose Install Location P .
Choose the folder in which to install D16_Player 1.01.01, k 9 ) Complehng the D16_Player 1.01.01

Setup Wizard

Setup will install D16_Player 1.01.01in the following folder. To install in a different folder,
dlick Browse and select another folder, Click Install to start the installation.

D16_Player 1.01.01 has been installed on your computer.
Click Finish to dose this wizard,

W|RunD1i6_Flayer 1.01.01

Destination Folder

Browse. .

Space required: 39.6MB
Space available: 20.3GB

< Back H Instal ]| Cancel | < Back Cancel

[ [ 4

Figure 2 Program installation

After installation, start viewer program by clicking HD2 Player icon on desktop.

* Please install Microsoft Visual C++ 2008 SP1 Redistributable Package below URL if there is an error in executing

program.

® 32bit PC : http://www.microsoft.com/en-us/download/details.aspx?id=5582
® 64bit PC : http://www.microsoft.com/en-us/download/details.aspx?id=2092

* Minimum system requirements

Windows XP(32bit), Windows Vista(32bit), Windows7(32/64bit) or later.
Intel Pentium Core 2 Duo 2GHz or later.

RAM 1GB, Video memory 128MB or more.

DirectX9.0 or later.


http://www.microsoft.com/en-us/download/details.aspx?id=5582
http://www.microsoft.com/en-us/download/details.aspx?id=2092

2 Player layout

Search folders
and settings

— Window
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Figure 3 player layout
3 File search
3-1 Selection file path

Connect the SD card from the Black Box (dash cam) to PC with PC player installed. (It needs card reader for Micro-SD). After

executing HD2 player and clicking icon, you can show the storage selection windows as bellows.

Browse for Folder @

Select playback directory ...

Bl Desktop
. €l Network
+ | Libraries
4 M Computer
S \Lgv Local Disk (C:)
. DVD RW Drive (D:)

e FEMOvable Disk(E:)

cig
data

=

Figure 4 Selection File path



After selecting the storage drive containing SD card (removable disk), click the OK button. (It will not execute the program by

clicking OK button after selection cfg folder or data folder within SD card folder)

3-2 Calendar information

The calendar displays the file information recorded in recent after selecting file path (Figure 5). You can search the files by
selecting the tab (Continuous tab) or, Event tab (EVT), Parking tab (PRK), User tab (USR). If you click a date color shown,
recorded files will be displayed that day time bar

May / 2015
Tue Wed Thu

Figure 5 Calendar search

3-3 Time bar information

The recorded files on the selected date are displayed separately in hours and minutes. (Figure 6). If you double-click the

minute area, playback will be started.

Figure 6 Time bar



4 Playback

4-1 Playback screen
It starts viewing in 2 channel mode (both front and rear playback) on the playback screen. The file name is shown at the
top-left of the screen. (Figure7) If there is only front video without rear video, it will display black screen at rear playback

area.

File name that is currently playing.

Front

Rear

Figure 7 Playback screen (2channel mode)

| > |

You can change the display layout by clicking button E (1Ch mode) and ==l (2Ch mode) (Figure8). You can playback in
the full screen mode by clicking button.

Figure 8 Change layout



4-2 Display mirroring
You can view vertical or horizontal mirroring video of front/rear camera. Select the mirror menu at popup menu by right-clicking of

the mouse in the playback screen.

— - -~
I T

Mirrorring » ‘ Front Vertical

j Rear Vertical
Front Horizontal
Rear Horizontal

Figure 9 Mirroring popup menu
4-3 Speed Unit
You can select the speed unit displayed at the bottom of map as Kilometers or Miles on the popup menu generated by
clicking the right mouse button on the map.
Speed Unit b v Kilometers
Miles

Figure 10 Speed Unit popup menu

4-4 Image capture

You can save the still image of playback video. Capture and display the image of the moment by clicking m icon at the bottom

of playback screen.

Save Path  C:WUserssksungPicturesuplay_image

Figure 11 Capture window

The front/rear still image will be stored by JPEG file in the Libraries\Pictures\My Pictures\image folder in Windows Explorer. You
can change the still image folder path by [change] button. The name of still image is the time of capturing and suffix _01 means

the still image of front camera and suffix _02 means the still image of rear camera.
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4 _ Libraries
< Documents
J Music
4 | Pictures
4 L My Pictures

uplay_image

= 20141012_170603_01 jpg
= 20141012_170603_02,jpg
= 20141012_172108_01.jpg

}=> & 20141012_172108_02jpg

4-5 Playback control

Play / Pause

Previous / Next
screen view

Figure 12 File name

Progress bar Volume

Figure 13 Playback control

You can control the playback in more detail by using [Play/Pause] button or [Previous/Next] button. You can change the

progress of the playback location by moving the dial on the “progress bar”.

4-6 GPS information

When GPS information is recorded in the files, t

he driving position and speed will be displayed on the map. (Figure 13)

If the GPS is not activated or there is no GPS information in the file, GPS information will not be displayed.

var marker: -
3 Sternberg Park z
M| H] maps -

U

+

= Lindsay Park o

Housing Corporation

‘ Lorimer St UMD

Speed : 8 Km

Figure 14 GPS information
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5 Setting

5-1 Configure file open

This is the configure file stored at SD card to users and accessed by clicking E icon at the top left of the viewer. You can use
the configuration after specifying the recording path through file search. (Refer 3-1 Selection file path) If you execute the

configuration without specifying the recording path, below alert message window will appear.

l ,  Please open the SD card path first.

Figure 15 Check path

If there is no configure file at the specified path, below alert message window will appear.

l . Configure file is open failed. This is not exist!

Figure 16 No file

5-2 Camera

D16 Configuratiol Ll

Carnera |Operati0n | Metwark | System|

Yideo Quality
Driving mode Parking mode

HE T —
o (e I N —

Brightness

Cam 1 |Level 03 - Cam 2 ¢ [Level 03 =
Rear Camn Mirraring @ |MIBROR OFF -

Figure 17 Camera configuration



® Video Quality

You can change the video quality (BPS) and the frame rate (FPS). You can video quality in driving mode and parking
mode.

® Brightness

You can set the brightness of each camera. It supports 5 levels of brightness and higher the number increases the
brightness level

® Rear Cam Mirroring

Sets the mirroring option of rear camera.

> MIRROR V

: displays images vertically.

> MIRROR V+H
: displays Top and Bottom & Left and Right.

> MIRROR H

: displays horizontally.

> MIRROR OFF

: mirror function disabled.

5-3 Operation

D16 Configurati
Carnera | Operation | Network | System|

Operation

High Temperature :

Low Voltage © [11,1% / 21.8% =
5D Format Cycle

Sensitivity

Maotion FF
G-Sensar: |Level 01 -
Sound
Buzzor Alarm :
MIC lnput + [OK -
Parking mode
Auto Shut Down

Figure 18 Operation configuration

® Operation

This sets the monitoring levels of temperature and voltage of the HD2 Black Box and including the SD card format
period.

»  High Temperature

Sets the max operating temperature, if the internal temperature of the HD2 exceeds the set temperature HD2 Black
Box will be shut down.

—_

0



» Low Voltage
Sets the minimum allowable working voltage supplied by the vehicle battery before automatically shutting down
the HD2 Black Box.

»  SD Format Cycle
Sets the SD card format period, when this period is reached the HD2 Black Box will sound the buzzer.
Sensitivity
»  Motion
Sets the motion sensitivity for motion event, the higher the more sensitive. The motion detection is used for only
the parking mode.

»  G-sensor

Set the G-sensor sensitivity for the shock event, the higher sensor level the more sensitive the unit is to shock.

Sound
»  Buzzer Alarm
Sets the Buzzer On or Off.

»  MIC Input
Sets the MIC On or Off (MIC is optional)

Parking Mode
»  Auto Shut Down

Sets the HD2 Black Box to automatically shut down when in parking mode.

5-4 Network

D16 Configuration X J

| Camera | Operation | Metwork | System |

WiFi Infarmation

SSID : [D16-26174
FiD :  e00e000e

Figure 19 Network configuration

11



®  WiFi Information
You can modify the WiFi information connected the HD2 Black Box.
>  S8ID (Service Set ID)
Change the WiFi AP SSID to something relatable e.g. CARCAMS. Input the name by clicking [Change] button,
and enter 30 characters.

[ change SSID = |

Enter the new S5ID (Up to 30 characters.)

SSID test_wifi

[ 0K ] [ Cancel ]

Figure 20 Enter SSID

> PWD
Password for the connection to WiFi AP. To change the password click on the [Change] button. Enter a minimum of

8 - 12 characters as the password.

Change Password [ﬁ

Enter the new password (8 ~ 12 charecters.)

MNew Password eesssses

Confirm Password eessssss

[ OK ] [ Cancel ]

Figure 21 Enter PWD

5-5 System
® Information

It shows the name of the HD2 Black Box and the version of firmware.

® Time Zone & Daylight Saving Time

The time will be set according to the Time Zone and Daylight Saving Time when the GPS is connected.

D16 Configuration

| Camera | Operation | Metwark | System

Information
Mame : D16 2CH DVR
Wergion @ 1,01.00

Time Zone
[(UTC+02:00)  Seoul =

Daylight Saving Time
[NONE -]

Figure 22 System information
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